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312 Plum Street, Suite 700 

Cincinnati, OH 45202 
(513) 381-2112 

 
June 5, 2025 

 

ADDENDUM 2 
TO THE DRAWINGS, SPECIFICATIONS AND CONTRACT DOCUMENTS FOR: 

 
 

Falmouth Head Start Center 
 

67 KLEE WAY, 
FALMOUTH, KY 41040 

 
Comm. No. 2023108.01 

 
TO ALL BIDDERS: 
 
This Addendum supplements, amends and takes precedence over the original Drawings and 
Specifications, and shall be taken into account when preparing proposals, and shall become part of the 
Contract Documents.  Receipt of this Addendum must be entered on the bidder’s Bid Form. Bidder is 
cautioned to read the entire addendum and to check that all pages of the Addendum have been included 
in the Bidder’s copy of the Addendum. 

 

 
DRAWINGS 

ITEM 1 – S101: 

Footing elevations have been modified to accommodate civil grading plan. 

 

ITEM 2 – S201: 

Additional header designations have been added for windows not specified in permit issuance. 

Corrections made to skylight coordination note. 

  

ITEM 3 – S301: 

Anchorage for “TYPICAL SHEAR WALL DETAIL” has been modified to be 5/8” threaded rods cast into 

masonry stem walls. Truss hold downs have been modified to “Simpson H10A” instead of “Simpson H3”. 
 

 

End of Addendum 2 items – See attachments. 
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05-03-24 DESIGN DEVELOPMENT

05-14-25 PERMIT AND BID SET

2 06-05-25 ADDENDUM 2

1/4" = 1'-0"S101

1 FOUNDATION PLAN

SEE S000 FOR GENERAL FOUNDATION NOTES AND ADDITIONAL INFORMATION 

FOUNDATION NOTES: (APPLY TO THIS SHEET ONLY): 

1. ALL EXTERIOR BOTTOM OF FOOTING (B/FTG EL;) TO BE 97' -0" (UNO).

2. ALL INTERIOR BOTTOM OF FOOTING (B/FTG EL) TO BE 98' -4" (UNO).

2. - DENOTES 2x6 AT 24" c/c - SOUTHERN YELLOW PINE No. 1 - PROVIDE STUD AT EA. ROOF TRUSS 

3. - DENOTES 2x6 AT 16" c/c - SOUTHERN YELLOW PINE No. 1 - PROVIDE STUD AT EA. ROOF TRUSS 

4. ALL INTERIOR STUDS TO BE 2x4 AT 24" c/c - SOUTHERN YELLOW PINE - STUD GRADE (UNO).

5. - DENOTES HOLD-DOWN LOCATIONS - SEE TYPICAL DETAIL ON S301

FOOTING SCHEDULE

Mark Description Reinforcing
F2 2' -0" x 2' -0" x 1' -8" (2) #5 EA. WAY T&B MATS

FT1.5 1'-6" x 1'-8"xCONT. (2) #5 CONT. T&B MATS

FT2 2' -0" x 1' -8" x CONT. (2) #5 CONT. T&B MATS

FW1.5 1'-6" x 1'-0"xCONT. (2) #5 CONT.

T/PED EL: 
100'-0" TYP OF (16) 



(2) 2x10 P.T. (2) 2x10 P.T. (2) 2x10 P.T. (2) 2x10 P.T.

9

S301

11

S301

8

S301

7

S301

12

S301

PRE-ENGINEERED 
CANOPY BY SUPPLIER

2x OUTRIGGERS 
SPACED AT 16" c/c

SKYLIGHTS - SEE ARCH'L 
DWGS FOR LOCATIONS AND 
QUANTITIES - SEE TYPICAL ROOF
OPENING DETAIL ON S301 FOR 
OPENING FRAMING

(2) 2x10 P.T. (2) 2x10 P.T. (2) 2x10 P.T. (2) 2x10 P.T. (2) 2x10 P.T. (2) 2x10 P.T. (2) 2x10 P.T. (2) 2x10 P.T.

2x OUTRIGGERS 
SPACED AT 16" c/c

2x OUTRIGGERS 
SPACED AT 16" c/c

10

S301

AA 21

AA 21 AA 21

C
C

2
1

C
C

2
1

D
D

2
1

C
C

2
1

DD 21DD 21

DD 21

DD 21

CC 21

C
C

2
1

DD 21 DD 21

D
D

2
1

AA 21 AA 21 AA 21 AA 21

AA 21AA 21AA 21AA 21AA 21AA 21AA 21

AA 21

C
C

2
1

C
C

2
1

DD 21

BB 21 BB 21BB 21BB 21BB 21BB 21

EE 21

AA 21AA 21

A
A

2
1

EE 21

3' - 1 5/8"PRE-ENGINEERED WOOD TRUSSES AT 4'-0" c/c =  116' - 0"3' - 2 3/8"

1' - 0 5/8"4' - 0 3/4" PRE-ENGINEERED WOOD TRUSSES AT 4'-0" c/c =  12' - 0"

AA 21 AA 21

A
A

2
1

AA 21

A
A

2
1

D
D

2
1

DD 21

AA 21

10

S301

10

S301

A
A

2
1

M
L

A
A

2
1

M
L

DENOTES 2X BLOCKING OR 
2x4 CROSS BRACING  
AT EVERY OTHER TRUSS

13

S301

11 1/4"

11 1/4"

11
"

(2) 2x12 P.T.

13

S301

11 1/4"

111' - 8"

106' - 5"106' - 5" 106' - 5" 106' - 5" 106' - 5" 106' - 5" 106' - 5" 106' - 5" 106' - 5" 106' - 5" 106' - 5" 106' - 5"

PROVIDE (3) 2x6 GANGED STUDS AT 
BEAM ATTACHMENT. FASTEN STUDS 
TOGETHER w/ 16d NAILS AT 12" c/c. 2 
ROWS FULL HEIGHT FROM FLOOR 
LEVEL TO TRUSS BEARING. 

14

S301

A
A

2
1

2

AA 21

2

AA 21AA 21

2

2

AA 21

2

3
1
2
 P

L
U

M
 S

T
R

E
E

T
, 
S

U
IT

E
 7

0
0

C
IN

C
IN

N
A

T
I,
 O

H
 4

5
2
0
2
 -

5
1
3
.3

8
1
.2

1
1
2

COMM NO.

COPYRIGHT
STEED HAMMOND PAUL, INC
ALL RIGHTS RESERVED

0'-1" REFERENCE LINE

S
tr
u
c
tu
ra
l 
E
n
g
in
e
e
rs

G
O

P
 L

im
it

e
d

4
3
1
 O

h
io

 P
ik

e
, 

S
u
it
e
 1

0
0
N

, 
C

in
c
in

n
a
ti
, 

O
h
io

 4
5
2
5
5
  

(5
1
3
) 

6
2
1
-7

0
7
3

6
/4

/2
0
2
5

 4
:0

3
:5

2
 P

M
C

:\
U

s
e
rs

\A
d

m
in

\D
o

c
u
m

e
n
ts

\N
K

C
A

C
 F

a
lm

o
u
th

_
P

re
 S

c
h
o

o
l_

S
T

R
U

C
T

_
R

2
4

_
e
m

o
tz

.r
v
t

S201

ROOF
FRAMING PLAN

F
A

L
M

O
U

T
H

 H
E

A
D

 S
T

A
R

T
 C

E
N

T
E

R

2023108.01

K
L
E

E
 W

A
Y

, 
F

A
L
M

O
U

T
H

, 
K

Y
 4

1
0
4
0

N
O

R
T

H
E

R
N

 K
E

N
T

U
C

K
Y

 C
O

M
M

U
N

IT
Y

 A
C

T
IO

N
 C

O
M

M
IS

S
IO

N
7
1
7
 M

A
D

IS
O

N
 A

V
E

N
U

E
, 
C

O
V

IN
G

T
O

N
, 
K

Y
 4

1
0
1
1

N
K

C
A

C

ISSUANCES

05-03-24 DESIGN DEVELOPMENT

05-14-25 PERMIT AND BID SET

2 06-05-25 ADDENDUM 2

1/4" = 1'-0"

ROOF FRAMING PLAN

SEE S000 FOR GENERAL ROOF FRAMING NOTES AND ADDITIONAL INFORMATION. 

ROOF FRAMING NOTES: (APPLY TO THIS SHEET ONLY): 

1. TYPICAL TRUSS BRG. EL = 108' -0" (UNO). 
2. HEADERS SHOWN THIS PLAN OCCUR AT OPENING BELOW. 
3. COORDIINATE HEADER ELEVATIONS WITH ARCHITECTURAL DRAWINGS (TYPICAL). 
4. COORDINATE PLUMBING VENTS, DUCTWORK,PIPES, AND WATERLINES w/ TRUSS FRAMING. 
5. SEE S101 FOR WALL STUD DESIGNATIONS.
6. SUPPLY 2x6 FRAMING BETWEEN TRUSSES AT 2'-0" C/C MAX - SEE SECTION 9/ S301

X X X



T/FTG EL
SEE PLAN

B/FTG EL
SEE PLAN

B/STEP EL
SEE PLAN
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4'X8' PLYWOOD
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SCALE: 3/4"=1'-0"
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T/FTG EL
SEE PLAN

B/FTG EL
SEE PLAN

BEAM BRG. EL.
106' -5"

TRUSS BRG. EL.
108' -0"

TRUSS BRG. EL.
108' -0"

TRUSS BRG. EL.
108' -0"

BEAM BRG EL:
111' - 8"

B/FTG EL.
SEE PLAN

FIN. FLR. EL.
SEE PLAN

B/FTG EL.
SEE PLAN

T/PED EL:
100' -0"

B/FTG EL.
SEE PLAN

TRUSS BRG. EL.
108' -0"

TRUSS BRG. EL.
108' -0"

TRUSS BRG. EL.
108' -0"

B/FTG EL: COORD w/
CANOPY SUPPLIER

B/FTG EL.
SEE PLAN

T/CMU
101'-4"

MAINTAIN THIS RELATIONSHIP
FOR EACH STEP UNTIL DESIRED
DEPTH IS REACHED - TYP

STEP FOOTING DETAIL
('Stepped' Lean-crete option)

INVERT ELEVATION, UTILITY
LINE & SLEEVE (IF REQ'D) SIZES
PER PLUMBING DWGS - TYP

FOOTING SIZE & REINF
REQUIREMENTS PER PLAN

LEAN CONCRETE FILL -
WIDTH TO MATCH FTG
WIDTH ABOVE (MIN)

1'
 - 

0"
 (M

IN
)

1' - 0" (MIN) "D" x 2 (MIN)

SCALE : 1/2" = 1' - 0"

PROVIDE (3) - #4 VERT SUPPORT
BARS WHEN MAIN WALL REINF IS
IN ONE FACE ONLY

TYPICAL CORNER
(WALL, GB or FOOTING)

CORNER BARS TO BE SAME SIZE
AND SPACING AS MAIN WALL HORIZ
REINF STEEL - TYP

SCALE : 3/4" = 1' - 0"

INTERSECTION BARS
TO MATCH SIZE AND
SPACING OF MAIN
HORIZ WALL REINF
STEEL - TYP

TYPICAL INTERSECTION
(WALL, GB or FOOTING)
SCALE : 3/4" = 1' - 0"

TYPICAL STEP 
FOOTING DETAIL

1' - 6"

1' - 6"

2'
 - 

0"
 M

AX
 (U

N
O

) AS FOOTING
SAME THICKNESS

REINF SAME 
AS FTG

4' - 0" MIN TO NEXT STEP OR 

INTERSECTING FOOTING, UNO 

SCALE : 3/4" = 1' - 0"

TYPICAL SHEAR 
WALL DETAIL

6" MAX. FROM
SHEAR 
PANEL
EDGE

(2) 2x6 STUDS

2x BLOCKING @ 
PANEL
EDGE

STAGGER SHEET
LAYOUT

2x6 STUD WALL
          OR 
2x8 STUD WALL

(2) 2x6 STUDS

BOTTOM PLATE

5/8"THREADED ROD 
(F1554 GR. 36) 5 1/2" 
EMBEDMENT INTO CMU 
EA. SIDE OF PANEL

CMU. FND.
WALL AND 
FTG.

8d NAILS @ 6" c/c AT
PANEL EDGES
8d NAILS @ 12" c/c IN
FIELD

SIMPSON HDU2
HOLD-DOWN ANCHOR,
EA. SIDE OF PANEL

SCALE: 3/4"=1'-0"

INDICATED ON PLAN

ROOF SHEATHING 
ATTACHMENT

WOOD ROOF OPENING DETAIL

TYPICAL DROP FOOTING 
AT UTILITY LINE

2'
 - 

0"
 M

AX

1"
 M

IN

1' - 0" MIN

SYMMETRIC ABOUT 
CENTERLINE

UTILITY LINE

SCALE : 3/4" = 1' - 0"

STEP FOOTING DETAIL
('Sloped' Lean-crete option)

INVERT ELEVATION, UTILITY
LINE & SLEEVE (IF REQ'D) SIZES
PER PLUMBING DWGS - TYP

FOOTING SIZE & REINF
REQUIREMENTS PER PLAN

LEAN CONCRETE FILL -
WIDTH TO MATCH FTG
WIDTH ABOVE (min.)

2

1

MAXIMUM SLOPE

SCALE : 1/2" = 1' - 0"

TYPICAL FROST 
WALL FOOTING

1/2"Ø SMOOTH 
DOWEL x 18" LONG 
AT 12" c/c

FOOTING SIZE AND 
REINFORCING PER 
PLAN

#4 DOWEL 
AT 12" c/c

2'-0"

2'-0"

SIDEWALK SLAB
CONCRETE SLAB w/ 
PER NOTES

FIN FLR EL

PER PLAN

DOOR PER ARCH

1/2"Ø SMOOTH 
DOWEL x 18" LONG 
AT 12" c/c

AGGREGATE SUBBASE
FILL - SEE GEOTECH REPORT

B/FTG EL

PER PLAN

TYPE FT1.5 FOOTING
SEE SCHEDULE

B/FTG EL

MATCH ADJACENT

UTILITY LINES
& TRENCH
(PER MEP)

FTG PER PLAN
TYP

NOTE:
1. CONTRACTOR SHALL COORDINATE FOOTING ELEVATIONS & INVERTS GIVEN

ON DRAWINGS w/ MEP DRAWINGS FOR CONFORMITY TO THIS REQUIREMENT.
REPORT ANY DISCREPANCIES TO ARCH PRIOR TO POURING FOOTINGS.

2. WHEN PLUMBING PENETRATES FOUNDATIONS, FOOTINGS SHALL BE LOWERED, 
SO PIPES PASS THROUGH WALL WITH  A MINIMUM SLEEVE CLEARANCE OF 2"

ABOVE TOP OF FOOTING.

RELATION OF UTILITY TRENCH
TO BUILDING FOUNDATIONS

FOOTING

WALL OR COL "D" x 2 MIN.

"D
"

(M
IN

)
2"

SCALE : 3/8" = 1' - 0"

UTILITY LINE &
TRENCH PER MEP

LEAN CONCRETE
FILL BELOW FTG

FTG PER PLAN
TYP

NOTE:
1. CONTRACTOR SHALL COORDINATE FOOTING ELEVATIONS & INVERTS GIVEN 

ON DRAWINGS w/ MEP DRAWINGS FOR CONFORMITY TO THIS REQUIREMENT.  
REPORT ANY DISCREPANCIES TO ARCH PRIOR TO POURING FOOTINGS.

2. PROVIDE LEAN CONCRETE BACKFILL FROM BOTTOM OF FOOTING ELEVATION 
SHOWN ON PLANS TO TYPICAL BOTTOM OF FOOTING ELEVATION.

3. WIDTH OF LEAN CONCRETE FILL TO MATCH WIDTH OF FOOTING ABOVE - TYP

RELATION OF UTILITY TRENCH
PARALLEL TO FOUNDATIONS

(LEAN CONCRETE FILL OPTION)

"D"

M
AX

1/
2 

"D
"

SCALE : 3/8" = 1' - 0"

SIMPSON H10A HOLDOWN
OR EQ. AT EA. TRUSS 

SEE PLAN FOR STUD 
DESIGNATION AND SPACING (2) 2x10 P.T.

2x P.T. CONT. BLOCKING FOR 
CONT. GUTTER ATTACHMENT

(2) 2x6 TOP PLATE

TYP.

2' - 0" c/c

2x6 BLOCKING BETWEEN 
TRUSSES AT 2'-0" c/c w/ SIMPSON 
LUS26 HANGERS OR EQ.  EA. 
END OF BLOCKING

SIMPSON H10A HOLDOWN
OR EQ. AT EA. TRUSS 

2x4 CROSS BRACING OR 
2x BLOCKING BETWEEN EVERY 
OTHER TRUSS. FASTEN SHEATHING 
AT 3" c/c AT BRACING / BLOCKING 
LOCATION 

6x6 COLUMN - (3) 2x6 P.T.
w/ 1/2"  P.T. PLYWOOD BETWEEN 
2x6's

PRE-ENGINEERED 
WOOD TRUSSES
AT 48" c/c

3/8" SADDLE PL. w/ 
(4) 5/8" Ø A307 BOLTS 

5/8" APA EXTERIOR RATED 
PLYWOOD SHEATHING

A-A

6x6 COLUMN - (3) 2x6 P.T.
w/ 1/2"  P.T. PLYWOOD BETWEEN 
2x6's

3/8" SADDLE PL. w/ 
(4) 5/8" Ø A307 BOLTS 

(2) 2x10 P.T.

A-A

1' - 1 5/8"

(2) 2x6 PLATE

5/8" APA EXTERIOR RATED 
PLYWOOD SHEATHING

SEE PLAN FOR STUD 
DESIGNATION AND SPACING

2x P.T. CONT. BLOCKING

2xCONT. BLOCKING BETWEEN 
EVERY OTHER TRUSS (TOE-NAIL
BLOCKING TO TRUSSES) 
ATTACH SHEATHING AT 6" c/c 

TYP. 

2' - 0" c/c

2x6 BLOCKING BETWEEN 
TRUSSES AT 2'-0" c/c w/ SIMPSON 
LUS26 HANGERS OR EQ.  EA. 
END OF BLOCKING

SIMPSON H10A HOLDOWN
OR EQ. AT EA. TRUSS 

PRE-ENGINEERED 
WOOD TRUSSES
AT 4'-0" c/c

7 3/4"

12' - 2 5/16"

PRE-ENGINEERED 
WOOD TRUSSES
AT 4'-0" c/c

(2) 2x6 PLATE

SEE PLAN FOR STUD 
DESIGNATION AND SPACING

WINDOW PER 
ARCH'L DWGS.

HEADER PER 
PLAN / SCHEDULE

(2) 2x12 P.T.

5/8" EXTERIOR APA 
RATED PLYWOOD 
SHEATHING

2x P.T. CONT. BLOCKING 

2x6 BLOCKING BETWEEN 
TRUSSES AT 2'-0" c/c w/ SIMPSON 
LUS26 HANGERS OR EQ.  EA. 
END OF BLOCKING

H3 HOLD DOWN OR 
EQUIVILENT AT  EA. 
TRUSS

H10A HOLD DOWN OR 
EQUIVILENT AT EA. 
TRUSS

TYP.

2' - 0" c/c 

1' - 1 5/8"

SEE S101 FOR STUD 
DESIGNATION AND SPACING 

2x6 SILL  w/ 1/2" DIA. x 7"  
ANCHORS AT 32" c/c MAX.

FTG. SIZE AND 
REINF. PER PLAN / 
SCHEDULE

8"

FLOOR CONSTRUCTION 
PER PLAN / NOTES

3"
 C

LR
.

#4 BEND DOWELS 
AT 24" c/c

6"

SEE S101 FOR STUD 
CALLOUT AND SPACING 

FLOOR CONSTRUCTION 
PER PLAN / NOTES

FTG. SIZE AND 
REINF. PER PLAN / 
SCHEDULE

2x6 SILL w/ 1/2" DIA. x 5" 
ANCHORS AT 32" c/c MAX.

6" BOND BEAM 
w/ (1) #5xCONT. T&B

GROUT ALL CORES 
SOLID BELOW GRADE

EXTERIOR PAVEMENT 
SLAB - SEE CIVIL DWGS.

#5 BENT DOWEL 
@ 24" c/c 

1-1/4 SLOPE FOR 
DRAINAGE

TYP.

6"

6x6 P.T. COLUMN - (3) 2x6 P.T.
w/ 1/2" P.T. PLYWOOD BETWEEN 
2x6's

FTG. SIZE AND 
REINF. PER PLAN / 
SCHEDULE

EXT. PAVEMENT SLAB 
- SEE CIVIL DWGS.

8"x8" PEDESTAL 
w/ (4) #4 DOWELS 
w/ #3 TIES AT 12" c/c

SIMPSON ABU66Z
OR EQ. POST BASE

AGGREGATE SUBBASE
FILL - SEE GEOTECH REPORT

3"
 C

LR
.

H3 HOLD DOWN OR 
EQUIVILENT AT  EA. 
TRUSS

(2) 2x6 PLATE
SEE PLAN FOR STUD 
DESIGNATION AND SPACING

5/8" APA EXTERIOR RATED 
PLYWOOD SHEATHING

2x6 BLOCKING BETWEEN 
TRUSSES AT 2'-0" c/c. w/ SIMPSON 
LUS26 HANGERS OR EQ.  EA. 
END OF BLOCKING

PRE-ENGINEERED 
WOOD TRUSSES
AT 48" c/c

PRE-ENGINEERED 
WOOD TRUSSES
AT 4'-0" c/c

SIMPSON H10A 
HOLD DOWN AT 
EA. TRUSS

(1) 2x6 PLATE

COLUMN BY 
PRE-ENGINEERED 
CANOPY SUPPLIER

PRE-ENGINEERED 
ALUMINIUM CANOPY 
-BY OTHERS 

5/8" APA EXT.
GRADE SHEATING 

2x P.T. CONT. BLOCKING

2xCONT. BLOCKING BETWEEN 
EVERY OTHER TRUSS (TOE-NAIL
BLOCKING TO TRUSSES) 
ATTACH SHEATHING AT 6" c/c 

TYP

2' - 0" c/c

2x6 BLOCKING BETWEEN 
TRUSSES AT 2'-0" c/c w/ SIMPSON 
LUS26 HANGERS OR EQ.  EA. 
END OF BLOCKING 

WINDOW - SEE ARCH'L DWGS.

HEADER PER 
PLAN / SCHEDULE
CANOPY ATTACHMENT 
BY CANOPY SUPPLIER

7 3/4"

5/8" EXTERIOR APA 
RATED PLYWOOD 
SHEATHING

PRE-ENGINEERED WOOD 
TRUSSES AT 4'-0" c/c

2x P.T. CONT. BLOCKING 

2 x OUTRIGGERS 
AT 16" c/c 

DROP TOP TRUSS

(2) 2x6 TOP PLATE 

2x6 BLOCKING BETWEEN 
TRUSSES AT 2'-0" c/c. w/ SIMPSON 
LUS26 HANGERS OR EQ.  EA. 
END OF BLOCKING

2x BRACING 

11 1/4"

COLUMN BY CANOPY SUPPLIER
- CANOPY DRAINAGE TO OCCUR THROUGH
CANOPY COLUMNS. COORDINATE DRAINAGE LINES w/ 
MEP AND CIVIL DWGS. 

EXTERIOR PAVEMENT SLAB 
- SEE CIVIL DWGS.

FOOTING SIZE AND REINF. 
PER PLAN / SCHEDULE

VENEER PER 
ARCH'L DWGS.

1'
 - 

4"

WALL FOOTING NOT SHOWN 
FOR CLARITY

8" CMU GROUT 
ALL CORES SOLID

EXT. PAVEMENT SLAB 
- SEE CIVIL DWGS. 

FOOTING SIZE AND 
REINFORCING PER 
PLAN

AGGREGATE SUBBASE
FILL - SEE GEOTECH REPORT

1-1/4 SLOPE FOR 
DRAINAGE

6"

#5 BENT DOWELS 
AT 48" c/c

VENEER PER 
ARCH'L DWGS.

SIMPSON HUC210 
OR EQUAL

6x6 COLUMN - (3) 2x6 P.T.
w/ 1/2"  P.T. PLYWOOD BETWEEN 
2x6's

PRE-ENGINEERED 
WOOD TRUSSES
AT 4'-0" c/c

5/8" APA EXT.
GRADE SHEATING 

(2) 2x10 P.T. SIMPSON HUC212 
OR EQUAL

(2) 2x12 P.T.

6x6 COLUMN - (3) 2x6 P.T.
w/ 1/2"  P.T. PLYWOOD BETWEEN 
2x6's

PRE-ENGINEERED 
WOOD TRUSSES
AT 4'-0" c/c

5/8" APA EXT.
GRADE SHEATING 

2x OUTRIGGERS 
AT 16" c/c 

1' - 2 3/4"

SIMPSON H10A 
HOLD DOWN AT 
EA. TRUSS
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ISSUANCES

05-03-24 DESIGN DEVELOPMENT

05-14-25 PERMIT AND BID SET

2 06-05-25 ADDENDUM 2

3/4" = 1'-0"S101

1 .

3/4" = 1'-0"S301

9 SECTION

3/4" = 1'-0"S301

11 SECTION

3/4" = 1'-0"S301

8 SECTION

3/4" = 1'-0"S301

4 SECTION

3/4" = 1'-0"S301

2 SECTION

3/4" = 1'-0"S301

3 SECTION

3/4" = 1'-0"S301

7 SECTION

3/4" = 1'-0"S301

12 SECTION

3/4" = 1'-0"S301

10 SECTION

3/4" = 1'-0"S301

5 SECTION
3/4" = 1'-0"S301

6 SECTION

3/4" = 1'-0"S301

13 SECTION
3/4" = 1'-0"S301

14 SECTION

2

22

2

2

2

2


